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Pantastic

LM1674A Headgate

Features:

• Convenient paging Loudmouth 
communications with TalkBack 
microphone-speaker.

• Emergency stop switch.
• Flashing LEDs indicate a Stop/

Lock Out condition. ( /LTWI op-
tion)

• Water deflection plates and filters 
keep water and dust out of micro-
phone-speaker.

• Efficient waterproof speaker for 
high audio output and sensitive 
microphone. Both the control 
lines and phone are monitored for 
fail safe operation.

• Continuously charges all bat-
teries, no more routine battery 
replacement.

• Toggle style control switch.
• Tone or voice signalling.
• Sealed cover.
• Stainless steel construction, Type 

304 brushed finish.
• MSHA approved 9B-71-4

The Comtrol Permissible Longwall Loudmouth “Pantastic” system provides a convenient means of 
paging communications, and also a means to shut the Longwall down in the event of an emergency.  
The Longwall may be shut down from any remote station and remains shut down until the station is 
reset. The tailgate requires line termination, audio monitoring and battery charging unit to be connected 
for fail safe operation.
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Model Dimensions Weight
LM2610 PANTASTIC WITH NO 
LOCKOUT SWITCH

9.25” H x 15” W x 3.375” D
235mm x 381mm x 86mm

22 pounds
9.98 kilograms

LM2611 PANTASTIC WITH 
TOGGLE SWITCH

9.25” H x 15” W x 3.375” D
235mm x 381mm x 86mm

22 pounds
9.98 kilograms

LM2612 PANTASTIC WITH 
PUSH BUTTON SWITCH

9.25” H x 15” W x 3.375” D
235mm x 381mm x 86mm

22 pounds
9.98 kilograms

Speciýcations LM2600 Series
INPUT VOLTAGE 12 VDC

OPERATING CURRENT
Standby ........................0 ma
Paging ..........................500 ma
Receiving Page ..............28 to 250 ma

SPEAKER 15 watts, 8 ohms, high efficiency paging type speaker
SPEAKER PROTECTION Sealed / Water deflecting plates

PHONE LINE LOAD 17,000 ohms DC
4500 ohms at 1 kHz

RECEIVING PAGE SENSITIVITY
Solid State
Picks up at 2.5 VDC or higher
Drops out at 2.0 VDC

STOP INDICATOR Flashing LEDs on both sides

HOUSING 12 gauge stainless steel, Type 304, brushed finish
Welded seams

MOISTURE RESISTANCE 0 TO 95% Non-condensing
Printed circuit boards are conformal coated

ADJUSTMENTS Pot 1 ...............................Speaker amplifier volume
Pot 2 ...............................Handset RCVD volume

CONSTRUCTION Stainless steel, Type 304, brushed finish

Options Available

/LTWI Location transmitter identifies which unit shut the longwall down; includes 
flashing LED indicators on each side

/LVI Low voltage indicator LED


