
The SP1512 is a  re-entrant loudspeaker which delivers 30 watts of continuous power handling, superior 
intelligibility, and unparalleled audio conversion efýciency. SP1512D2 has a cable and sealed entry.
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The SP1615 is a constant directivity paging projector which features a rugged phenolic diaphragm 
and a swivel base. 

Å   Wide frequency response for op-
timum sound quality.

Å  Swivel base allows precise posi-
tioning.

Å  Spun aluminum with epoxy coat-
ing. 

Å   SP1512 as pictured.
Å  SP1512D2 model is Factory Mu-

tual approved for Class I, Div. 2, 
Groups A, B, C, and D; Class II, 
Div. 2, Groups F and G.

Å   Constant directivity paging pro-
jector.

Å  High impact plastic
Å  Finish Mesa Tan.
Å   Swivel base allows precise posi-

tioning.
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Model Dimensions Weight

SP1512 RE-ENTRANT LOUDSPEAKER 10" H x 10" W x 10.5" D
254mm x 254mm x 267mm

4.5 pounds
2.0 kilograms

SP1512D2 RE-ENTRANT LOUDSPEAKER 10" H x 10" W x 10.5" D
254mm x 254mm x 267mm

4.5 pounds
2.0 kilograms

Speciýcations SP1512 and SP1512D2
POWER RATING 30 watts maximum continuous

FREQUENCY RESPONSE 300-12,000 Hz (nominal)
500-4,500 Hz (+/- 5 dB)

IMPEDANCE 8 ohms

SENSITIVITY
129 dB @ 20 watts (peak)
119 dB @ 20 watts / 1 meter (avg) 500-4,500 Hz
108 dB @ 1 watt / 1 meter (avg) 500-4,500 Hz

DISPERSION ANGLE 100O (-6 dB, 2000 octave band)
MATERIAL Spun aluminum
FINISH Gray epoxy

Model Dimensions Weight
SP1615 CONSTANT DIRECTIVITY PAG-
ING PROJECTOR

8.9" H x 12.1" W x 12.2" D
226mm x 307mm x 310mm

4.5 pounds
2.0 kilograms

Speciýcations SP1615
POWER RATING 30 watts continuous

FREQUENCY RESPONSE 350-6,500 Hz (nominal)
400-6,500 Hz (+/- 5 dB)

IMPEDANCE 8 ohms
SENSITIVITY 107dB @ 1 watt / 1 meter average, 50-5000 Hz

DISPERSION ANGLE
100O (-6 dB, 2000 octave band)
60O  Horizontal
40O Vertical

MATERIAL High impact plastic
FINISH Mesa tan


